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CP512-300, CP512-300i, CP514-350, and CP514-350i Hand Held High Speed Saws 

Description 
 

 

 

  

A) Repair procedure for incompletely retracted starter rope 
 

Up to and including November 2013 manufactured Clipper Hand Held High Speed Saws model 
numbers CP512-300, CP512-300i, CP514-350, and CP514-350i were assembled with a starter 
rope length of 1.30m (4.26 feet).  We have found that this length appears to be excessive.  When 
combined with dust and debris penetration into the area of the Starter Spring Assembly, this Starter 
Rope Length can lead to problems with the full retraction of the starter rope and the starter handle 
would at times hang loosely against the starter housing.  In addition this condition can result in the 
Starter Spring jumping out the Engagement Slot which in turn can lead to a Recoil Spring breakage. 

Whenever this problem occurs, please proceed as follows: 

1. Clean starter housing with compressed air to remove most of the dust and debris.  
Important: Do not lubricate the spring casing!  The application of any oil or grease would 
lead to dust and debris attaching itself to the Starter Spring Assembly.  

2. Inspect the Starter Rope for any signs of damage such as frays, kinks, knots, or flat spots.  If 
the Starter Rope is damage, replace with part number 00510107025 STARTER ROPE 
CP512/514.  If the Starter Rope is not damaged proceeded to step 3. 

3. Shorten the Starter Rope by approximately 30 cm (11-3/4 inches): 
 

 

 

 

 
 
 
 
 
 
 
 
 
 
 



 
 
 

a. Pull out the Starter Rope to a length of approximately 60 cm (23-5/8 inches) and 
secure firmly (either with a knot or a special clamp/clip) (1).  

b. Pull the original rope knot (2) from the Starter Handle (3) and push the Starter Handle 
with Washer (4) approximately 40 cm (15-3/4 inches) towards the Starter Housing.  

c. Make a new knot (5) approximately 30 cm (11-3/4 inches) from the original knot. 

i. Tie knot at 13-3/4” 

d. Cut off the starter rope behind the new knot with a pair of shears (). 

e. Push the Starter Handle up to the new knot and remove the knot or special clamp (1) 
to release the starter rope.  

f. Test the Starter Rope by pulling it briskly.  The Starter Rope should retract completely.  
If the Starter Rope does not retract completely: 

i. Clean the Starter Assembly of all dust and debris.  NOTE: Do not use any 
grease or lubricate on the Starter Spring 

ii. Inspect the rope for a knot or kink that may be restricting the rewind process 

iii. Inspect the Starter Spring for Damage – replace if damaged. 


